
Aqua Fuzion Oxygen,  
Ozone Skid Mounted System 
Specification Information
Model: PV-AFS-100P-15

System Benefits

	 •	 Increased User Comfort WITHOUT Harsh Chemicals!
	 •	 Superior Water Clarity, strongest natural oxidizer and  
		  disinfectant on the market!
	 •	 Refreshing and Invigorating, recommended by Health and Wellness Advisors. 
	 •	 Perfect for Hypoallergenic Skin Issues, delivers soft, silky water  
		  without chemical odors.
	 •	 Improved Air Quality for Indoor Applications
	 •	 Measurable Technology,
	 •	 Big Performance, Small Footprint, Easy to install, Plug and Play.

The World is Just Beginning to Learn About  
Ultra Fine Bubble technology.

Exceptional Water Systems is the global leader in Nano / Ultra-Fine Bubble (UFB) 
Technology for Commercial and Residential pool and spa applications. We have dedicated 
over 13 years of research and development in disinfecting water and creating crystal-clear 
water by utilizing natural elements such as Oxygen, Ozone and CO2 for pH Control. 

The PureVision PV-AFS-100P-15 Uses pure oxygen and ozone as a significant game 
changer in disinfecting and oxidizing water. Ozone by itself is 20 to 3000 times stronger 
than traditional chlorine. By putting ozone into Nano / Ultra-Fine Bubble (UFB) form 
greatly increases ozone performance up to 950 percent, which is why ozone is the work 
horse for our systems.

The PureVison PV-AFS-100-15 will largely reduce – or even eliminate – the need for 
common chemicals, providing users with a new improved pool and spa experience while 
providing the total technology on a self-contained, plug and play skid.



Model and Part Number:	 PV-AFS-100P-15
Installation Environment:	 Indoor or Outdoor 
Material:	 Poly Carbonate, SCH 40 PVC, Powder Coated Steel Frame, 
	 Powder Coated Aluminum Enclosure with Poly Base
Operating Temperature:	 32 – 104F (0 – 40C) 
Skid Dimensions:	 With / Oxygen Concentrator and Ozone Generator  
	 38.25” L x 43.45” W x 76.71” H Without / Oxygen  
	 Concentrator and Ozone Generator 38.25” L x 24” W x 76.71” H
Weight:	 ______ lbs. (Dry), ______ lbs. (Wet)
Approvals:	 UL
Gas Types:	 Oxygen, Ozone and CO2 for pH Control (Optional)
Plumbing Size:	 2-inch with 2” Inlet and Outlet
Product Output:	 Maximum inlet pressure of 32 PSI /  
	 Ideal Flow Rate 55 – 95 GPM.  
Max Working Pressure:	 50 PSI

SKID COMPONENTS

Oxygen Concentrator:	 8 LPM
Power:	 115V / 60HZ
Amps:	 4.35 / 60HZ
Circuit Protection:	 10 AMP
Protection Class:	 CLASS 1
Safety Protection:	 145C+ / -5C
Oxygen Concentration:	 90% +5 / -3% @ 10LPM @ 70F (21C) at sea level
Sieve Material:	 Nitroxy @ 3.6lbs.
Flow Range:	 2.0 -8.0 LPM
Outlet Pressure:	 15 PSA (1.034 Bar / 103.42 kPa)
Outlet Fitting:	 3/8 Inch Brass Quick Connect Oxygen Outlet
Alarm Sound Level:	 <55 dBA @ 1m in anechoic chamber.
Audible:	 15 Min. Delay on Purity
Loss of Main Power Alarm:	 Yes
System Failure Alarm:	 Yes
Dimensions:	 L = 22.66 Inches (57.5 centimeters)
	 W = 10.5 Inches (26.7 centimeters)
	 H = 26.8 Inches (68 centimeters)
Weight:	 62 lbs. (28.1 kilograms)
Caster Diameter:	 2.25 Inches (5.7 centimeters) 
 
 
 
 

CD15NX OZONE GENERATOR

Ozone Output:	 15 Grams per hour @ 5% by weight @ 8 SCFH (oxygen)
	 8 Grams per hour @ 2.5% by weight @ 10 SCFH (dry air)                                                               
Feed Gas:	 Oxygen – 93% / +-3% oxygen purity.
	 Dry-Air – 21% purity @ - 60 F Dew Point
Gas Feed Pressure:	 10 psi (0.69 bar)
Safety Protection:	 Vacuum Switch, Pressure Switch,  
	 Thermal Switch,Fault Sensor, Fused
Ozone Control:	 Manual Push Button 0 -100% Remote 4-20m%,  
	 0-100 input signal (4mA=0%, 20mA=100%)
Output Signal 4-20mA:	 Isolated 4-20mA proportional to  
	 Ozone Output Non-powered.
Master Alarm Signal:	 Normally Open Relay Contact – 100mA Max
Output Signal 24VDC:	 24VDC 300mA max output.
Auxiliary Switched Power:	 Power Output Dependent of System  
Main Power Input:	 600 watts max
External Loop:	 Dry-contact Interface – Ozone Shutdown (volt-free contact)     
Ambient Operation Condition:  	 95-degree F (35 C) Max, 0-90% R.H. non-condensing 
Continuous Power Rating:	 90 – 250VAC 47 – 63HZ, 1.6 – 0.9 Amps (unit only)  
	 Note: if aconcentrator is powered by the CD15nx, and the  
	 current draw of both systems to total current draw of what
Dimension:	 21.0” h X 10.2” w X 9.8” d (533 h X 260 w X 249d mm)
Weight:	 28 pounds (12.7 kg)
Display:	 English, Spanish, French
 
ARMSTRONG OFF-GAS VENT
 
     PMA: 	 150 psig  /  10 bar
     TMA: 	 150 F  /  66 C
     PMX: 	 150 psi  /  10 bar

BOOSTER PUMP

     Jandy FlOPRO:	 Single or Two Speed Pump,  
	 Model (FMPM 1.0)
     THP:	 1.24
     WEF:	 3.5
     Voltage:	 230/115 
     Amps:	 7.1/14.2 
     Pipe Size:	 2” – 2 ½”      
     Overall Length:	 23 3/8”
     Weight:	 41.2 lbs. 
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PROPRIETARY AND CONFIDENTIAL

THE INFORMATION CONTAINED IN THIS 
DRAWING IS THE SOLE PROPERTY OF 
EXCEPTIONAL WATER SYSTEMS. ANY 
REPRODUCTION WITHOUT WRITTEN 

PERMISSION IS PROHIBITED

Exceptional Water Systems
451 E. Juanita Ave Unit 20 Mesa, AZ 85204

Office: 480-694-4709

DIMENSIONS ARE IN INCHES 
UNLESS SPECIFICED OTHERWISE
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TECHNICAL SPECIFICATIONS
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Model and Part Number:	 PV-AFS-100P-15
Installation Environment:	 Indoor or Outdoor 
Material:	 Poly Carbonate, SCH 40 PVC, Powder Coated Steel Frame, 
	 Powder Coated Aluminum Enclosure with Poly Base
Operating Temperature:	 32 – 104F (0 – 40C) 
Skid Dimensions:	 With / Oxygen Concentrator and Ozone Generator  
	 38.25” L x 43.45” W x 76.71” H Without / Oxygen  
	 Concentrator and Ozone Generator 38.25” L x 24” W x 76.71” H
Weight:	 ______ lbs. (Dry), ______ lbs. (Wet)
Approvals:	 UL
Gas Types:	 Oxygen, Ozone and CO2 for pH Control (Optional)
Plumbing Size:	 2-inch with 2” Inlet and Outlet
Product Output:	 Maximum inlet pressure of 32 PSI /  
	 Ideal Flow Rate 55 – 95 GPM.  
Max Working Pressure:	 50 PSI

SKID COMPONENTS

Oxygen Concentrator:	 8 LPM
Power:	 115V / 60HZ
Amps:	 4.35 / 60HZ
Circuit Protection:	 10 AMP
Protection Class:	 CLASS 1
Safety Protection:	 145C+ / -5C
Oxygen Concentration:	 90% +5 / -3% @ 10LPM @ 70F (21C) at sea level
Sieve Material:	 Nitroxy @ 3.6lbs.
Flow Range:	 2.0 -8.0 LPM
Outlet Pressure:	 15 PSA (1.034 Bar / 103.42 kPa)
Outlet Fitting:	 3/8 Inch Brass Quick Connect Oxygen Outlet
Alarm Sound Level:	 <55 dBA @ 1m in anechoic chamber.
Audible:	 15 Min. Delay on Purity
Loss of Main Power Alarm:	 Yes
System Failure Alarm:	 Yes
Dimensions:	 L = 22.66 Inches (57.5 centimeters)
	 W = 10.5 Inches (26.7 centimeters)
	 H = 26.8 Inches (68 centimeters)
Weight:	 62 lbs. (28.1 kilograms)
Caster Diameter:	 2.25 Inches (5.7 centimeters) 
 
 
 
 

CD15NX OZONE GENERATOR

Ozone Output:	 15 Grams per hour @ 5% by weight @ 8 SCFH (oxygen)
	 8 Grams per hour @ 2.5% by weight @ 10 SCFH (dry air)                                                               
Feed Gas:	 Oxygen – 93% / +-3% oxygen purity.
	 Dry-Air – 21% purity @ - 60 F Dew Point
Gas Feed Pressure:	 10 psi (0.69 bar)
Safety Protection:	 Vacuum Switch, Pressure Switch,  
	 Thermal Switch,Fault Sensor, Fused
Ozone Control:	 Manual Push Button 0 -100% Remote 4-20m%,  
	 0-100 input signal (4mA=0%, 20mA=100%)
Output Signal 4-20mA:	 Isolated 4-20mA proportional to  
	 Ozone Output Non-powered.
Master Alarm Signal:	 Normally Open Relay Contact – 100mA Max
Output Signal 24VDC:	 24VDC 300mA max output.
Auxiliary Switched Power:	 Power Output Dependent of System  
Main Power Input:	 600 watts max
External Loop:	 Dry-contact Interface – Ozone Shutdown (volt-free contact)     
Ambient Operation Condition:  	 95-degree F (35 C) Max, 0-90% R.H. non-condensing 
Continuous Power Rating:	 90 – 250VAC 47 – 63HZ, 1.6 – 0.9 Amps (unit only)  
	 Note: if aconcentrator is powered by the CD15nx, and the  
	 current draw of both systems to total current draw of what
Dimension:	 21.0” h X 10.2” w X 9.8” d (533 h X 260 w X 249d mm)
Weight:	 28 pounds (12.7 kg)
Display:	 English, Spanish, French
 
ARMSTRONG OFF-GAS VENT
 
     PMA: 	 150 psig  /  10 bar
     TMA: 	 150 F  /  66 C
     PMX: 	 150 psi  /  10 bar

BOOSTER PUMP

     Jandy FlOPRO:	 Single or Two Speed Pump,  
	 Model (FMPM 1.0)
     THP:	 1.24
     WEF:	 3.5
     Voltage:	 230/115 
     Amps:	 7.1/14.2 
     Pipe Size:	 2” – 2 ½”      
     Overall Length:	 23 3/8”
     Weight:	 41.2 lbs. 

TECHNICAL SPECIFICATIONS
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