
pHure Feed CO2  
Skid Mounted System 
Specification Information
Model: PV-PFS

System Benefits

	 •	  Improved Safety and Handling
	 •	 Cost Effective
	 •	 Superior Water Quality
	 •	 NSF Certified 
	 •	 Amazing 97% to 100% Efficiency
	 •	 Eliminates Corrosive Environments
	 •	 Less Service Needed
	 •	 Reduces the Carbon Footprint
	 •	 Does not Increase TDS (Total Dissolved Solids)
	 •	 Does not Have Negative Effects on Alkalinity

Pure Vision Technologies is the global leader in Nano / Ultra-Fine Bubble (UFB) 
Technology for Commercial and Residential pool and spa applications. PVT has dedicated 
11 years of research and development in disinfecting water by utilizing natural elements 
such as Oxygen, Ozone and CO2 for pH Control. 

Tired of dealing with the deterioration of acid destroying your pump room, CO2 is a 
great alternative.  The pHure Feed Skid Mounted System is a very simple alternative 
for eliminating corrosive fumes and the hazardous handling of chemicals for your 
maintenance staff. 

By implementing our Nano / Ultra-Fine Bubble (UFB) Technology, the pHure Feed Skid 
system diffuses 683 million Nano / Ultra-Fine Bubbles and has a staggering 97% to
100% efficiency. The pHure Feed is the only NSF certified carbon dioxide Nano diffusing 
system.



Model and Part Number:	 PV-PFS
Installation Environment:	 Indoor or Outdoor, Wash Down, Corrosive Gas Possible
Material:	 Poly Carbonate, SCH 40 PVC, Powder Coated Steel Frame,     
	 Powder Coated Stainless Steel 316L Enclosure with  
	 Poly Base
Degree of Protection:	 Nema 12 Housing
Skid Dimensions:	 31” L x 22” W x 53” H                                                          
Weight:	 XXX lbs. (Dry), XXX lbs. (Wet)
Approvals:	 NSF (CCS-14530) 
Gas Types: 	 Carbon Dioxide
Plumbing Size:	 2-inch with 2” Inlet and Outlet 
Isolation Valves:	 2-inch
Flow Meter:	 2” FlowVis Flow Meter
CO2 Injector: 	  ¼ NPT – 3/8 OD Tubing
Product Output:	 This feeder is designed to operate at 130 SCFH and
	 Maximum inlet pressure of 40 PSI / Ideal Flow Rate 
	 55 – 85 GPM. Maximum working pressure: 50 PSI

Booster Pump:

Jandy FlOPRO:	 Single or Two Speed Pump,  
	 Model (FMPM 1.0)
THP:	 1.24
WEF:	 3.5
Voltage:	 230/115 
Amps:	 7.1/14.2 
Pipe Size:	 2” – 2 ½”      
Overall Length:	 23 3/8”
Weight:	 41.2 lbs. 
Optional 208/230 3 PH Pump is Available            

CO2-50 Feeder:

Feeder Dimension:	 8.2” H x 7.4” W X 7.5 D 
Feeder Weight:	 5 lbs.
Power:	 120VAC, 60HZ, 1 Phase, 15Amps
Volume:	 5-50 SCFH or 20 – 200 SCFH
Max Pressure:	 100 PSIG
Normal Operating Pressure:  40 PSIG
Running Temperature:              +40 F to 100 F
Inlet Connection:                        3/8” OD Tubing
Outlet Connection:                    3/8” OD Tubing  

Victor CO2 Regulator

50lb CO2 Tank

2in FlowVis

SSO Box

ProMinent CO2-50 Controller

208/230V 1PH Pump
*Optional - 208/230V 3PH Pump
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PROPRIETARY AND CONFIDENTIAL

THE INFORMATION CONTAINED IN THIS 
DRAWING IS THE SOLE PROPERTY OF 
EXCEPTIONAL WATER SYSTEMS. ANY 
REPRODUCTION WITHOUT WRITTEN 

PERMISSION IS PROHIBITED

Exceptional Water Systems
451 E. Juanita Ave Unit 20 Mesa, AZ 85204

Office: 480-694-4709

DIMENSIONS ARE IN INCHES 
UNLESS SPECIFICED OTHERWISE
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